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QUOTATION NOTICEK

Sealed Tenders/Quotations are invited from interested vendors for submitting their best offers for

the Proposed Construction & Renovation of Principal’s Room at 1* Floor at Raja Peary Mohan

College. The estimated cost as per L.B.S. Uttarpara-Kotrung Municipality is (489419.57) (Rupees
four lakh eighty nine thousand four hundred nineteen and fifty seven paisa). Interested bidders
are requested t0 submit their tenders separately for the said works in respect of items no’s 01-20
only of the estimate within 25" of November 2018. The tenders should mention the offer to the
said construction in terms of percentage (%) either in excess or lower than the estimated cost as

well as in terms of Rupees.

The College authority reserves to right to accept or reject any/all the quotations without

showing any reason thereof. The decision of the College authority as regards opening of Quotation
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and acceptance/rejection of the quotation is binding on all the bidders.



Construction of principal Room at 1st floor

at Raja Peary Moham College, under Uttaarpara.-Kotrung Municipality

Dismantling artificial stone flooring upto 50 mm.
thick by carefully chiselling without damaging the
basc and removing rubbish as directed within a
lead of 75 m.

125 mm. thick brick work with 1st class bricks in cement
mortar (4:1)

Plaster (to wall, floor, celling etc.) with sand and cement
mortar including rounding off or chamfering corners as
directed and raking out joints or rougening of concrete
surface, including throating, nosing and drip course where
necessary.

(1) With (6:1) cement mortar,

c¢) 20mm thick plaster

Ordinary Cement concrete (mix 1:1.5:3) with graded stone
chips (20 mm nominal size) excluding shuttering and
reinforcement if any, in ground floor as per relevant IS
codes. (i) Pakur Variety

Hire and labour charges for shuttering with centering and
necessary staging upto 4 m using approved stout props and
thick hard wood planks of approved thickness with required
bracing for concrete slabs, beams and columns, lintels
curved or straight including fitting, fixing and striking out
after completion of works (upto roof of ground floor)

Reinforcement for reinforced concrete work in all sorts of
structures including distribution bars, stirrups, binders etc
initial straightening and removal of loose rust (if necessary),
cutting to requisite length, hooking and bending to correct
shape, placing in proper position and binding with 16 gauge
black annealed wire at every intersection, complete as per
drawing and direction.
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Supplying and laying true to line and level vitrified tiles of
approved brand (size not less than 600 mm X 600 mm X 10
mm thick) in floor, skirting etc. set in 20 mm sand cement
mortar (1:4) and 2 mm thick cement slurry back side of tiles
using cement @ 2.91Kg./sqM or using polymerised adhesive
(6 mm thick layer applied directly over finished artificial
stone floor/Mosaic etc without any backing course) laid
after application slurry using 1.75 Kg of cement per sqM
below mortar only, joints grouted with admixture of white
cement and colouring pigment to match with colour of tiles /
€poxy

grout materials of approved make as directed and removal of
wax coating of top surface of tiles with warm water and
polishing the tiles using soft and dry cloth upto mirror finish
complete including the cost of materials, labour and all other
incidental charges complete true to the manufacturer's
specification and direction of Engineer-in-Charge. (White
cement, synthetic adhesive and grout material to be supplied
by the contrrje) (I) With application slurry @1.75 kg/ Sq.m,
20 mm sand cement mortar (1:4) & 2 mm thick cement
slurry at back side of tiles, 0.2 kg/ Sq.m white cement for
joint filling with pigment.B) Light Colour

Scraping and removing greasy soot from walls or ceiling of
kitchen or similar smoke affected rooms and preparing the
surface.

Rendering the Surface of walls and ceiling with White
Cement baseWATER PROOF wall putty of approved make
& brand.(1.5 mm thick)

Applying Interior grade Acrylic Primer of approved quality
and brand on plastered or cencrete surface old or new
surface to receive Distemper/ Acrylic emulsion paint
including scraping and preparing the surface throughly,
complete as per manufacturer's specification

and as per direction of the EIC.

ii) Solvent based interior grade Acrylic Primer

(A) Painting with best quality synthetic enamel paint of
approved make and brand including smoothening surface by
sand papering etc. including using of approved putty etc. on
the surface, if necessary (a) On timber or plastered surface :
(iv) Two coats (with any shade except white)

(A) Painting with best quality synthetic

enamel paint of approved make and brand

including smoothening surface by sand

papering etc. including using of approved

putty etc. on the surface, if necessary :

(a) On timber or plastered surface :

(iv) Two coats (with any shade except white)
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